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Technische Details 
• Bildschirm mit Touchscreen 
• Einstellung der Schnittlänge über Tastatur 
• Schrittmotor 
• Rapportüberwachung mit Fehleranzeige 

o Längenüberwachung bei 
Rapportschwankungen 

• Einlaufbügelung 
• Ionisiereinheit 
• Heizungsregelanzeige (Ist- und Sollwert) 

o Überwachung mit Temperaturfühler 
• Geschwindigkeitsanzeige 
• Störungsdiagnose 

o Schutzhaube 
o Bandeinlaufkontrolle 
o Bandauslaufkontrolle 
o Auflage erreicht 
o Zwischenstopp 
o Notschalter 

• Kleinmengenzähler programmierbar mit Stillstand 
und automatischem Wiederanlauf 

• Programmierbarer Zwischenstopp in Sekunden 
• Schneideeinheiten für: 

o Kaltschnitt 
o Heißschnitt 
o Heißsiegelschnitt 

• Schnittlänge:                           10 – 10.000 mm 
• Schnittbreite:                                    8 – 80 mm 
• Heißsiegelschnitt bis:                         100 mm 
• Schnittgeschwindigkeit: 

o Stufenlos regelbar von 20 - 300 Etiketten/min 
• Anschlußspannung   400V, 50/60Hz, 3kW 
 
Optional: 
Ultraschall Schneideeinheit mit 55 oder  
90mm Sonotrode 
	
Kompatible Faltgeräte: 

• Mittelfalte HK-CF 240 
• Endfalte HK-EF 200 
• Schrägfalte HK-MF 200 
• Multifalte HK-MP 8 
• Abwärtspacker HK-AP 3000 
• Rutschpacker HK-3000 

Technical Details 
• Monitor with Touchscreen 
• Input of cutting length via keys 
• Step motor 
• Repeat monitoring with error display 

o Length monitoring in cases of repeat 
deviations 

• Ironing at tape inlet 
• Ionising unit 
• Heating control display (actual value and setpoint) 

o Temperature sensors  
• Speed display 
• Fault diagnosis 

o Safety hood 
o Tape inlet control unit 
o Tape outlet control unit 
o Desired quantity reached 
o Intermediate stop 
o Emergency stop 

• Small quantity counter with programmable 
standstill and automatic re-start 

• Programmable stop in seconds 
• Cutting units for: 

o Cold cut 
o Hot cut 
o Hot seal cut 

• Cutting length:  10 – 10.000 mm 
• Cutting width:           8 – 80 mm 
• Hot seal cut up to:       100 mm 
• Cutting speed: 

o Infinitely variable from 20 - 300 pieces/min 
• Power range   400V, 50/60Hz, 3kW 
 
Optional: 
Ultrasonic cutting attachment with 55 or  
90mm Sonotrode 
	
Compatible Attachments: 

• Centrefold HK-CF 240 
• Endfold HK-EF 200 
• Mitrefold HK-MF 200 
• Multipurpose HK-MP 8 
• Down Stacker HK-AP 3000 
• Slide Stacker HK-3000 

	


